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CONDITIONS OF PERMIT

This uermit is not transferable.
Thlspermit automatically expires 18 months from the date issued, mdess extended as provided in the Montgomery
County Road Construction Code, or unless otherwise noted.
The proposed work shaU be performed in accordance with the provisions of the Montgomery County Road
Construction Code, the Standards and Specifications approved by the County Executive and approved plans.
AU construction shaU conform to all legal requirements for the type of construction proposed.

The work, materials, plans and specifications shaff be available at aU times for inspection by duly authorized
officials of Montgomery County.
The County reserves the right to require the Permittee to give Ure County a maintenance bond for such period as
necessary when the quaUty of the work or material is questionable or marginally meet specification requirements.
The holder of this permit shall give at least 48 hours advance notice to the Department of Permitting Services
before any construction under this permit k undertaken.
No permit for paving will be issued rssdess aU grading has been finaUy inspected and approved by the Department
of Permitting Services.
No permit will be issued for construction mrless the right of way has been acquired by the County or has been
dedicated to pubfic use and such acquisition has been recorded in the Land Records of the County.
AU work done under this permit shall comply with written requirements or directions, which maybe issued by the
County Executive relating to the particular project.
This permit is subject to revocation by the Director of the Department of Permitting Services, if he finds that any of
its conditions are being violated.
If the Director of the Department of Permitting Services finds that the original plans, standards and spectilcntimrs
under which this permit as issued are inadequate or inappropriate for the particular project, he may require
different or additional plans, standards and specifications and they, or modifications thereof, shaff thereafter
become a part and condition of this permit.
Prior to the release of ttils permit, complete repair (restoration of right of way) shall be made of any and all
damages done to the existing improvemerrfa in the pubfic right of way cansed by construction operations on tils
site. AU disturbed areas shaU be fine graded and sodded.
Permittee shaU secure necessary easements from adjacent property owners to allow cut or fiil slopes (S@. MC-
811.01) outside the fiiits of dedication.
A permit from tbe Maryland State Department of Forests and Parks is required for the removal of any existing
trees on improved pnbfic rights of way. Contact (301) 854-6060.
No planting in the pubfic right of way other than sod sha~ be permitted unless such planting has been approved by
the Department of Permitting Services. No rocks, stones, bricks, fences or any structnre shall be permitted unless

approved. It is the permittee’s obUgation to keep the right of way clear of obstroctimr nntU the street is accepted
for maintenance by Montgomery County.
The relocation an~or adjustment of any pubfic or private ntihty, prior to any construction authorized by this
permit, shaU be the respmrsibifity of the permittee.

255 Rockvillc Pike, Second Floor. Rockvillc, Magland 208j0-41 66
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18.

19.

Under the terms of the Pubfic Improvements Agreement(s) relating to this permit, the permittee is required to
provide street Iigbting prior to the release of this permit. Contact the Department of Pubfic Works and
Transportation, Traffic Engineering and Operations Section at 240-777-2190 for details.
The permittee shall not aUow the general pubfic to use the newly constructed roadway or any portion thereof untif
aU of the following actions have been completed:
(a). Bituminous concrete base shall be in place.
(b). Guardraif and guardrail end flares shall be installed as shown on the approved paving plan or where

designated as needed by field conditions not shown on the plans.
(c). Right-of-way areas adjacent to roadway or behind curb and gntter shaU be on final grade, witiln a tolerance

of 0.3 foo~ to aUow for instaUatiors of traffic signs with fittle Iikefihood or subsequent damage during grading
operations.

(d). Masrholes, inleh, and valves in roadways that extend more than 1/4 bsch above bitumkmrrs concrete base shatf
be tapered with maxbmrm slope of 18 to 1, using bitumkrous concrete material.

(e). At least two weeks in advance of intended opeuing of the road to the general pubhc, contact the Department of
Pubfic Works and Transportation, Traffic Engineering and Operations Section at MO-777-2190 to kplement
pavement marking anWor sigssing by County Forces.

For the purposes of the above, the “general pubfic” shall mean any vehicular traffic not directly related to
comtrrsction of the road or construction of bufldings iramediately contiguous to the section of road to be opened.
Traffic related to buildings that are occupied, through traff]c, maif and other defivery vehicles operated by persons
other than employees of the project contractors or subcontractors shaU be considered “general pubfic”.

Instaffatims of traffic control devices by the County, as the Cmrnty deems appropriate, prior to formal acceptance
of the road for .Connty maintenance shall not refieve the permittee of his legal responsibtity for otherwise providing
safe conditions, ia accordance with the requirements of this permit The County’s cost incurred due to subwquent
damage to traffic control devices by construction equipment shall be the responsibfity of the pernrittee.

:,. ,
For roads on new alig~enL as soon as ~ vehicnlar traffic, construction-oriented or general pnbfic, is usksg the

,.

road, the pemittee shall instatf a sign sfatig “CAUTION ~COMPLETE ROAD NOT PUBLICLY ~~TAfNED”
(see sign drawing #W20-9-901*) at each pobt where access to the new road is available from an existing road or roads.
On roadways that are classified as Prbnary or higher, the sign shaU be reflectorizerf and shaft be a signage of 48” x 48”
br size, diamond shaped, shaft have black legend and border on an orange background, and shaU have a four (4) fine
legend. On roadways classti,ed as Secondary or lower, the sign shaU be reflectuti and shaff be a sigaage of 36” x 48”
in size, rectangular shape, with a total of five (5) fines of legend, shaU have black legend and border on a yetfow
background for the upper portion and black legend and border on a sfiver/wfdte background for the lower potion (see
sign drawing #W20-9b-901 *). These signs are not required for the widerdng of existing roads.

* SignDrawingDetailsare available at the Ri@t-of-Way Petittiag aad Plan Retiew Section in the Department of Pernritting Seficcs
or at tbe TraK1c Engineering and Operatiom Section offices in the Depatiment of Pnbfic Works and Tranzpartation.

Dtiimtd tohblic UseApp. HS WM.dw

Right-of-WayConstructionPcrtit Unit
Division “r h“d Development . Risht.”f. Way Permitting and Plan Review Secti”n
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DEPARTMENT OF PERMITTING SERVICES

Douglas M. Duncan Robert C. Hubbard

(:ouriy Executi)e Direcror

TRAFFIC CONTROL REQUIRE~NTS

FOR ALL DRIVEWAY fiRMITS,AND FOR WORK ACTIVITIESWITHIN NBLIC
KGHT-OF- WAYS ALONG SECONDARY AND TERTIARY ROADWAYS

L General Requirements:

All work activities within roadways classified as prim~ or higher shall be petiomed between the hours of
9:00 AM and 3:30 PM. Work activities withkr second~ or tefiiary roadways wiUnot norm~ly be restictd to
these hours unless specifically stipulated by the County Inspector.

No work shall be petitted on Saturday, Sunday, and Iegd holidays without written pemissimr of the County
bspector.

The pemittee shall contact occupants of aOadjoining propetiies and infom them of tie scope of the work and
the timing of cmrstmction a minimum of twenty-four (24) hours prior to the cmmnencement of any activityon
the site.

lrrgess and egress shall be maintained to all driveways.

No materials or equipment shall be stored on the roadway sutiace or sidewalk during non-work periods. All
stored materials and equipment shall be set back at least two (2) feet behind tbe curb along a closed section
roadway and at least six (6) feet from the edge of roadway on m open smtion roadway.

All excavation(s),within the paved section of roadway shill be back-filled and capped with cold mix or steel
plated prior to the end of any day’s work. “S~EL PLA~S A~D’ skgs shall be placd two hundred fifty
(250) feet in advance of any steel plates.

Excavations in unpaved sections within the public space shall be either back-filled to grade, completely
covered with lumber/plywood, encircled with approval construction fencing at the end of the workday or shall
comply with the following.

No traffic shall be pemitted within ten (10) feet of any excavation that results in a vefiical drop-off of
over five (5) inches in the level of pavement during non-working hours unless pro~ctcd by timpor~
concrete btiers or ramped with gravel at a three-to-one (3:1) or flatter slope from the edge of
pavement. When ramping is utifized, traffic dmms shall be positioned adjacent to the edge of the
work mea on the trafic side of the slope.

No traffic shall be permitted within two (2) feet of any excavation that results in a veflical drop-off of
more than two (2) inches but no more than five (5) inches in the level of pavement during rron-
working hours unless protected by either ramped by gravel at a three-to-one (3:1) or flatter slope,
provided an abutting wedge of bituminous material at a three-to-one (3:1) or flatter slope or protectd
by @afficdmms.

255 Rockvillc Pike. Second Fto”r. Rockville, Mvlmd 20850-4166
Web: www.co,mo,md.”s/seniceJpetitling OR www.emontg”me~, or~petits
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Douglas M. Duncan
Couny Executive

DEPARTMENT OF PERMITTING SERVICES

Robed C. Hubbard
Director

In areas where the drop-off in the level of pavement is two (2) inches or less, traffic maybe allowed to freely
cross under the following conditions:

A. In aem where longitudinal paving joints of two (2) inches or less m exposed to tmfflc, wsrning signs
shall be erected indicating “UNEVENPAVE~NT’(W8-11 mod). These signs shall be plwd two
hundred fifty (250) feet in advance of the uneven joint and spaced at appropriate internals throughout
the mea of the uneven joints,

B. In ureas of exposed lateral joints of two (2) inches or less, the waing signs shall be “BN’ ~8-1)
with a supplemental distance plate mounted below it,

c. When milled pavement is left exposed to traffic a “ROUGH ROD’ (W8-8a) sign shall be placed two
hundred fifty (250) feet in advance of the milled srea.

All existing traffic control devices that must be removed shall be replaced in their proper location prior to the
completion of the projwt. Cost for the replacement antior repair of the devices damaged, as a result of the
project shall be assessed to the pefittee,

All traff]c control devices shall conform to the MANUEL ON WORM TR~IC CONTROL DEWCES.

The implementation date and continmrrrce of this project may be altered at the discretion of the County
Inspector in the event of conflicts with previously approved or emergency activities.

‘n. Suecific Requirements:

A. Maintenance of Traffic

“ROAD WORK ~D signs (~TCD Stnndsrd W2 14) shall be posted approximately five
hundred (500) feet in advance of the work site,

Simultaneous two-way trHIc should be mainhirrcd whenever possible.

Whenever two-way traffic carrot be maintained, flaggers shall be used to control traffic around the
work Mea on direction at a time with advance flagger signs (MUTCD Stindard W20-7a) placed two
hundred fifty (250) feet in advance of the flagger. Flaggers shall use STOP/SLOW paddles to direct
traffic.

At least ten ( 10) feet of the roadway shall be available for traffic at all times.

Sidewalk closures shall be limited to necur only during the actual excavation md paving operstimrs of
the sidewalk. During excavation and paving operations sidewalks shall be barricaded to physically
prevent pedestrian passage. During all other time’s provisions for safe pedestria access through the
work area, by a tempor~ sidewalk shall be provided.

Reflectorized traffic drums shall be placed on the traffic side of any excavation and at the ends of
treuches spaced a maximum of ten (1O)feet. During daytime work periods twenty-eight (28) inch
high traffic cones are acceptable,

Right.or.Way Cotmr.ctio” Permit Unit
Divisi”” “f bnd Development . Right-of-Way Pcmitli”g a“d Plan Review Section

255 Rxkville Pike, Scc”nd ~mr . Rwkvi!lc, Ma~la”d 20850.4166. Main: 240,777.6298. F..: 240,777.6296
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9.

Grading Permit (Grade/Public ROW)
Grade streets full width of right of way plus side slopes in accordance with Montgomery County
Standards and Specifications and approved profiles and plans.

Soils Report No. ❑, prepared by D, dated . is hereby noted and approved.

Storm Drain
Construct storm drains in accordance with Montgomery County Standards and Specifications and

approved Plans. (Structures No. ❑ and connecting pipe and appurtenances).

Paving
Construct concrete sidewalk, concrete curb and gutter, driveway aprons, sidewalk and street paving
as per approved Montgomery County Standards and Specifications and approved plans. lnsta(~ street
lights in accordance with plans to be approved by the Division of Traffic and Parking Services,
Montgomery County Department of Public Works and Transportation. Plant street trees in
accordance with Montgome~ County Code, Sec.49-35(j)(i).

GradinS/Storm Drain
Grade streets fu[l width of right of way plus side slopes in accordance with MontgomeW County
Standards and Specifications and approved profiles and plans.

Soils Report No. ., prepared by ., dated o is hereby noted and approved. Construct storm drains in
accordance with Montgome~ County Standards and Specifications and approved p(ans.

Storm Drain/Paving
Construct storm drains in accordance with MontgomeW County Standards and Specifications and

approved plans. Prior to placement of any curb & gutter or pavement ALL utility crossings must be
certified as being in place. Construct concrete sidewalk, concrete curb and gutter, driveway
aprons, sidewa~k and street paving as per approved McmtgomeW County Standards and
Specifications and approved plans. Install street lights in accordance with plans to be approved by
the Division of Traffic and Parking Sewices, Montgomey County Department of Public Works and
Transportation. Plant street trees in accordance with Mcmtgome~ County Code, Sec.49-35(j)(l).

Construction Entrance
Construct temporay stabilized construction entrance(s) and subject to the conditions as noted
be[ow. Proper precautions must be taken to keep the roadways free of mud, debris or other
obstructions. Prior to release of this permit, the temporary entrance wil~ be removed and complete
repair shall be made of any and all damages done to the existing improvements in the public right of
way.

DW Permit
Construct the following type driveway in accordance with Montgome~ County Standards and
Specifications and the direction of the DPS Inspector, All future maintenance of this apron will be
the responsibility of the propefiy owner.

MCDOT Standard: MC-_

Intersection Type Driveway
Construct intersection type driveway as described on the attached approved p[an. Driveway will
consist of Montgomery County Standard 100.01 curb and gutter. Provide sidewalk ramps Standard
MC-1 12.01 or MC-1 13.01 as directed at al~ sidewa[k crossings.

Curb Radii: ❑, Base Asphalt: ❑, Binder: U, Surface Asphalt: ❑

Dumpster
Temporarily p~ace a dumpster within the public right of way. The permittee agrees to hold
Montgome~ County harmless from any liability associated with the placement of dumpsters in the
public right of way. Dumpster locations, barricades and/or Lights are to be p[aced as directed by
the DPS Inspector.

9/22/05 Page 1 of 6
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10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

House Drain
Instal[ a roof/sump pump drain within the County right of way with the following conditions:
Curb face will be saw cut to accept a maximum 4“ diameter PVC drainage pipe. Concrete epoxy
non shrink grout will be used to patch the cut curb face and above the drainpipe.
Roof/sump pump drain wil( be connected into the County Storm Drain structure or pipe if directed
by the DPS Inspector

Remove and Replace
Remove and replace any and all material that may have failed due to defective material or
workmanship and subject to the conditions as noted below:

Restoration (Pool)
THIS ISA BUNKET PERMIT.
See child permits for additional condition of permit.

This blanket permit shall not be released prior to the expiration date urdess revoked. This permit
expires

Has permission to cross the County Right of Way in conjunction with the installation of a swimming
pool. Complete repair (restoration of right of way) shall be made of any and all damages done to
the existing improvements in the public right of way caused by construction operations on this site.

This blanket permit shall not be released prior to the expiration date un~ess revoked. This permit
expires 2/1 5/2001

Public ROW (Restoration)
Complete repair (restoration of right of way) shall be made of any and all damages done to the
existing improvements in the public right of way caused by construction operations on this site.

Public ROW (Stabilization)
Restore al[ grassed areas within the public right of way, public improvement easements, side
slopes, and storm drain easements within the hmits of work described in the Permit stated below.
Work shall be completed as directed by the DPS Inspector.

Soil Boring
Dri[( soi( borings within the County Right of Way and subject to the conditions noted be[ow

Complete repair (restoration of right of way) shall be made of any and a[l damages done to the
existing improvements in the public right of way caused by construction operations on this site.

Public Utility:
Install ❑ Mainline from ❑ located ❑ .

All work must be in accordance with the approved plans and Montgomew County’s “1999
Specifications for Utility Construction Permit”, the MontgomeW County Specifications for “Utihty
Patch Standard and Specifications” dated January 5, 1996 and specific traffic notes provided for this
site and as directed by the MCDPS inspector in the field.

Restore right of way. Complete repair (restoration of right of way) sha[l be made of any and all
damages done to the existing improvements in the public right of way caused by construction
operations cm this site.

Construct a temporaw stabilized construction entrance. Prior to release of this permit, the
temporary entrance wi[l be removed and complete repair shall be made of any and all damages
done to the existing improvements in the public right of way.

No pipe required.

Driveway apron(s) to be constructed with a 13“ x 17“ minimum size pipe with end sections.

Driveway apron(s) to be constructed with a 15“ x 21” minimum size pipe with end sections.

Pipe size to be determined by the DPS Inspector in the field.

9122105 Page 2 of 6
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23.

24.

25.

26.

27.

28.

29.

30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

40.

41.

42.

43.

This driveway is being constructed under the Rustic Road Program.

This driveway is being constructed under the Exceptional Rustic Road Program.

Maintain a minimum of 40 feet between aprons (measured from the inside edges).

Widen the existing driveway apron in accordance with the above stated standard.

Restore all grassed areas within the public right of way, public improvement easements, side
slopes, and storm drain easements within the limits of work described in the Permit stated below.
Work shall be completed as directed by the OPS Inspector.

Construct a intersection type driveway consisting of Montgomev County Standard MC-100.01 curb
and gutter. All unsuitable sub grade material shall be removed and rep[aced with approved
material prior to placement of concrete curb and gutter or base paving. Provide sidewa[k ramps
Standard MC 112.01 or MC 113.01 as directed at all sidewalk crossings. See below for additional
construction notes.

A(l vehicular access to this site shall be gained via this entrance. This permit will be REVOKEO
immediately should any vehicle or construction equipment cross the curb andlor sodded shou[der
and ditch within the right of way. No disturbance of this right of way (inc(uding the stockpiling of
construction materia~s) will be permitted.

The issuance of this driveway permit is not to be construed as any permission to the Permittee to
locate any part of the driveway(s) on adjoining property within the right of way. If such permission
is required, it is the duty of the Permittee to obtain said permission from the owner of the adjoining
property.

Temporarily place a dumpster within the public right of way. The permittee agrees to ho[d
Montgomery County harm[ess from any liability associated with the ptacement of the dumpster in
the public right of way.

Oumpster [ocations, barricades and/or lights are to be p[aced as directed by the DPS Inspector.

Install a roof/sump pump drain within the County right of way with the following conditions:

Curb face wil[ be saw cut to accept a maximum 4 “ diameter PVC drainage pipe. Concrete epoxy
non shrink grout wilt be used to patch the cut curb face and above the drainage pipe.

Roof/sump pump drain will be connected into the County Storm Drain structure or pipe as directed
by the DPS Inspector.

Permittee shatl secure necessary easements from adjacent property owners to allow cut or fill
slopes (Standard 54 MC81 1.01 ) outside the limits of dedication.

ORIGINAL PERMIT NOTES - Continued

Construct grass pavers in accordance with attached standards and p[ans.

Re seed or sod, as directed by the OPS Inspector, any areas that have insufficient stabilization.

Perform the work within the County right of way as described below:

See Notes

Remove and replace any and a[l aspha(t pavement that may have fai[ed due to any defective
materia~s or workmanship within the (imits stated below:

Restore all disturbed areas within the public right of way, public improvement easements, graded
side slopes, and storm drain easements within the limits described below

No roadway pavement cut is allowed.

A([ work must be in accordance with specific traffic notes provided for this site, as directed by the
MCDPS inspector in the field.

9122105 Page 3 of 6
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44.

45.

46.

47.

4a.

49.

50.

51.

52.

53.

54.

55.

56.

57.

5a.

59.

60.

Implementation of the RUWL/ RUSTIC ROAD program compels the permittee to install the proposed
utility in order to minimize the impact upon those characteristics, which make that roadway
classified Rural or Rustic.

Contact Highway Sewices Division at (240) 777-7623 to coordinate the replacement and/or
restoration of brick pavers.

Stabilize all disturbed areas within the pub[ic right of way. Block up partial~y completed storm
drain structures and/or pipes and stabilize outfalls as required to prevent damage to adjoining
properties. Remove or repair any unsafe or potentially unsafe conditions. This permit is issued
under the provisions of Section 49-40(b) of the Montgomery County Code 1972, as amended by
Council Bi[[ 2a-al, effective December 21, 19al and Executive Regulation No. 21 -a2, effective July
15, 19a2. This permit does not authorize any grading, paving or storm drain construction; separate
permits for these activities will be issued, without bond, by reference to this stabilization permit.
Bond under this permit wil~ be re~eased when work under separate grading, storm drain and/or
paving permits has been completed and accepted, or when bonds have been posted for completion
of the work under the separate permits as provided in Executive Regulation No. 21 -a2, and covenant
recorded in Liber ❑ Folio o in the Land Records of Montgome~ County has been partially or totally
re~eased.

Grade streets full width of right of way plus side slopes in accordance with Montgomery County
Standards and Specifications and approved profiles. Provide adequate temporaw drainage where
directed to relieve pending of surface runoff. Provide adequate temporary drainage where directed
to relieve pending of surface runoff. Proper precautions must be taken to keep existing roadways
free of mud, debris or other obstructions. Subject to erosion and sediment control provisions as
recommended by Montgome~ County Department of Environmental Protection, as specifically
shown on p[ans, approved by M.C.O. E.P., dated ❑ . Erosion control methods and devices included in
this grading operation shall be maintained by the permittee until they are no longer deemed
necessary by the inspector.

Soils Report No. ❑, prepared by ❑, dated ❑ is hereby noted and approved.

Paving permit wil[ not be issued unti[ (1) the installation of all underground utilities has been
completed and a certification to that effect fi~ed with the Subdivision Oeve(opment Section and (2)
permittee’s Engineer has filed with the Subdivision Development Section his recommendations
concerning the top one foot of subgrade. Roadways to be graded under this permit will not be
accepted for maintenance until paving improvements have been completed in accordance tith the
Montgome~ County Road Construction Code.

Construct concrete sidewatk Standard MC-110.01.

Provide sidewa[k ramps Standard MC 112.01 or MC 113.01 as directed at a[l sidewalk crossings.

Construct concrete curb and gutter Standard MC-101.01, with Standard MC-100.01 at all curb
returns and drainage structures. Provide 10 foot transition between the two curb types.

Construct concrete curb and gutter Standard MC-100.01.

Construct concrete curb and gutter around island in cul-de-sac only.

Construct concrete driveways Standard MC-301 .01 as directed.

Construct temporaW driveways standard MC-301 .03 as directed.

Culvert sizes shall be as shown on the plans.

Construct tertiary driveways as directed.

Construct street paving consisting of a D inch asphaltic concrete base course with a 2 inch asphaltic
concrete surface course.

Construct street paving consisting of a ❑ inch dense graded aggregate base course, a o inch asphaltic--
concrete surface’tours;.

9122105 Page 4 of 6
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61.

62.

63.

b4.

65.

66.

b7.

bO.

69.

70.

71.

72.

73.

74.

75.

76.

77.

78.

79.

80.

A(L unsuitable sub-grade material sha~( be removed and replaced with approved materia( prior to
placement of concrete curb and gutter or base paving.

All unpaved area within the dedicated right-of-way plus the side slopes wi(~ be sodded.

Construct storm drains in accordance with Montgomery County Standards and Specifications and

approved plans (Structures No. ❑ and connecting pipe and appurtenances).

Storm drains constructed under this permit till not be accepted for maintenance by Montgomery
County until over(ying paving has been comp(eted and accepted.

No paving permit will be issued until all underground utilities are in p[ace and a certification to that
effect filed with the Subdivision Development Section.

No curbs and gutters or paving shal~ be insta(led in areas where storm drain construction has not
been comp[eted to the satisfaction of the inspector in the field.

Insta[l street lights in accordance with plans to be approved by the Division of Traffic and Parking
Semites, Montgomery County Department of Transportation. For street lighting Standards and
Procedures, contact that Division at 217-2190. Complete repair shall be made of any and all
damages done to the existing improvements in the public right of way caused by this installation.

Place permanent reference monuments and property line markers on all lots and parce~s abutting
the streets covered by this permit, per Section 50-24(e) of the Montgomery County Code.

Public Improvements Agreement(s) No. ❑ is (are) hereby noted.

Graded under Permit No. ., released..

Grading under Permit No. n, grading shall be completed and approved prior to any paving operation.
This note supersedes No. 7 above.

Subject to erosion and sediment control provisions as recommended by Montgomery Soil
Conservation District, as specifically shown on p[ans approved by MSCD, dated ❑ .

Stabilization Permit U, issued D, covers the work under this permit in accordance with provisions of
Section 49-40(b) of the Montgomery County Code 1972, as amended by Counci[ 8fil 28-82, effective
December 21, 1981 and Executive Regulation No. 21-82, effective Ju[y 15, 1982. Re~ease of this
permit is subject to covenant recorded u in Liber ❑ Folio o in the Land Records of Montgomey
County.

All necessary easements to enab[e inspection of proposed rights of way, borrow and spoil areas, and
sediment contro~ facilities have been granted to Montgomery County by letter of permission signed
by U, dated Q.

Storm drainage to be constructed under ❑ . (Permit or Contract No.).

To enable storm drainage to function prior to the surface course paving, the gutter section (lip) of
inlets shall be omitted where directed by the inspector until paving is comp~eted. Fie[d connections
(tees) and temporary inlets are to be installed where necessay as determined by the inspector in
the field.

No surfacing is to be started unti( a(l fine grading and sodding has been completed and inspected.

This is a County participation Project No. ❑ . No monies sha(l be payab[e by Montgomery County
unless work is done in accordance with memorandum from the Department of Transportation dated
..

Orfveways constructed under this permit are for the purpose of providing access to lots adjacent to
the right of way. A(( required maintenance wil~ be the responsibility of the property owner.

The permittee’s responsibility for road maintenance, pub[ic convenience and safety includes the
remova~ of snow as required for the safe and efficient movement of vehicular traffic.
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81.

82.

a3.

84.

85.

ab.

a7.

This permit wi[{ not be accepted for maintenance until a certificate by a Registered Land Surveyor
has been filed, stating that permanent monuments, property line markers and Lot corners as
required by Section 50-24(e) of the Montgomery County Code, 1972, as amended, are in place
where required. See Plat aook ❑, Plat No. u.

Construct intersection type driveway(s) in accordance with approved plans.

lnstal~ street lights in accordance with plans to be approved by the Division of Traffic Engineering,
Montgomery County Department of Transportation. For street lighting Standards and Procedures,
contact that Division at 217-2190.

Construct street paving consisting of a ❑ inch asphaltic concrete base course, a ❑ inch asphaltic
concrete intermediate surface course (to be placed as soon as field conditions allow after
placement of base course), with a ❑ inch asphaltic concrete surface course.

Construct street pavina consisting of a ❑ inch dense graded aggregate base course, a ❑ inch asphaltic
concrete base course, a ❑ inch aspha~tic concrete intermediate surface course (to be placed as soon
as field conditions allow after placement of the base course), with a ❑ inch asphaltic concrete
surface course.

Complete repair (restoration of the right of way) sha[l be made of any and a[( damages done to the
existing improvement in the public rights of way leading to this site which are caused by hauling
operations to this site. Repairs shall be made to the existing streets as directed by the MontgomeW
County Department of Transportation Inspector.

P~ant Street Trees in accordance with Std. MC-701 .01.
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sTANDARO EROSION AND SEOIMENT CONTROL NOTES

Jerrua~ 2002

1. The permittee shall notify the Depatiment of Permitting Sewicaa (DPS) fo~-eight (48)
hours before mmmencing any land disturMrrgadvi~ and, unlssa waived by the Department, shall be
required to hold a pr+wnatrucfion meeting between them or their representative, their engineer and an
authorzd reprasentatwe of the Department.

2. The permittee must obtain ina~titon and approval by DPS at the following points

A At the required preconstruction meeting.

B. Folloting installation of sediment control meaaurea and prior to any other land
disturbing ativ~.

c. During the installationof a sediment basin or atormwater management structure
attherquiredinswctionpointa(see lnspectionCheckliatonplan). Noticstion
priorto commencing construction% mandatory.

D. Prior to removal or mod~cation of any sediment controlstmcture(s).

E. Ptior to final acceptance.

3. The psrmtiee shall construct all erosion and stitment control measurea per the
approved Plan and Conatrwtion sequence, shall have them inapectsd and approved by the Depaflment
prior to beginning any other land disturbances, shall ensure that all runoff from disturbed areas k direded
to the sediment control devices, and shall not remove any erosion or sediment control meaaure without
prior prmiaaion from the Oepsrtment.

4. The parmittee shall protect all points of conatrution ingress and egress to prevent the
depaaition ofmateriak ontotraveraad puMicthomughbre(s). Allmatetiala depatedontopubOc
thoro~hfare(s) shall be removed immediately.

5. The permtiee shall inspect psriadimlly and maintain continuouslyin effective opertiing
condition, all erosion and adtment control measures untilsuch times aa they are removed tih prior
permiaaion fromthe Department. The DerMitiee kr-WnSible fOriMMtitielV reDairi~Or reDlaCinaany
aetiment control measurea which have been damaaed or removed bv the oermittee or anv other peram.

6. All sediment basina, trap embankmetia, perimeter dikes, and all dsturbed alopea
stee~r or equal to 31 shall be stabi~zed tih sod, seed, and anchored straw mulch, or other approved
stahlkation measures, tihinawen (7)calendar days of Stablishment. Allareae diaturbedoutaideof
thepeflmeter setimentmntro! system mu&&minimtied and&atihzed immetitiely. Maintenance must
be performed aa necessary to emure wntinu& atahlfition.

7. The permittee shall apply sod, seed, snd anchored straw mulch, or other approved
stabilization meaaur= to all distutid areas wtihin foutieen (14) calendar days after stripping and
grading ativities have ceased onthat area. Maintenance shall bperformed asneceaaary toenaure
continual stabiltiation. Atiwecomtrution areas, autiaahrrow orstockpile areas, roatiy
improvements, am areas tithin fiw (50) feet of a building under construtiion may be exempt from this
requirement, providti that erwion and sediment Controlmeasures are installed ati maintained to protect



those areas

8. Prior to removal of sediment control measures, the permittee shsll atabilie all
contributor disturbed areas with required soil amendments and topsoil, using aod or sn approved
permanent =sdmtiure andanapprovsd anchord mulch. Wood fibsrmulch mayonlybs usdin
seeding season Men the slope does not exeed 10”Aand grsding has ken done to promote sheet flow
drainage. Neasbroughtto finishW grade dunngthe seMWseason shall kpermanently stiMlK@
tihinfoutieen (14) calendsrdays ofestsbtishment. When prope~is brought to finish& grade duting
the months of November through February, and permanent stabiltition is found to be impractical, an
aPPrOvedtemPOraWseed atistrawanchor@ mulch shall beapplid todistumed areas. The final
~rmanent statil~ation of such prope~ shall be ~mpleted priorto the folloting April 15.

9. The ste permit, work, materials, approv~ SC/SM plans, and test reprta shall be
available at the ste for inspetilon by duly authorized o~cials of Mon@omery County.

10. Surface drainage flows over unstabitizd cut and fill alopea shall be mntrolled by either
preventing drainage flows from traversing the slopes or by installing mechanical devices to lower the
water down aloWwithout causing eroaion, Dikes shall beinstall& andmaintained atthetopofmtor~ll
sbps until the slope and drainage area to it are fully stabilued, at tich time they must be removed and
final grading done to promote sheet flow drainage. Mechaniml deviws must be provided at points of
wncentrstsd flow where ermion ia likely to occur.

11. Permanent ewalea or other points of concentrstsd water flow shall k statitized Whin 7
calendar days of estabhahment Wth ad or seed Wth an approved er~ion mntrol mati~ or by other

apprOvW *abilization measures.

12, Temporary sdlment controldevices shall be removed, Mth permission of the
Depatiment, wtthin thirty (30) calendar days following eetabtishment of permanent stabilQation in all
contributorydrainage areas. Stormwster management structures used temporarily for sediment control
shall be mnvefied to the permanent conf~uration wtthinthis time period as well.

13. No permanent cut or fill slope tih a grad~nt steeper than 31 till be permitted in lawn
maintenanm areaa or on residential Iota. A slope gradientofupto21 will be permMed in non-
maintenan= areaa provaad that those areas are indicated on the erosion and sediment antrol plan tith
a low-maintenance ground cover specified for permanent atabliation. Slope gradient steeper than 21
Wll not be permitted wtth vWetative stabilization.

14, The ~rmittee shall install a aplashblock at the bottom of each do~sput unleaa the
do~a~ut is connected by a drain tine to an acceptable outlet.

15. For finished grading, the permittee shall provtie adquate gradienta ao aa to (1 ) prevent
water from standing on the surface of Iawm more than Wenty-four (24) hours after the end of a rainfall,
except in deaignatsd drainage courses and awale flow areas, which may drain aa long as forty-eight (48)
hours aRer the end of a rainfall, and (2) protide pitwe drainage awy from all buildingfoundations or
openings.

16. Sdment traps or baaina are not ~rmitted wtthin 20 feet of a buildingWch is existing or
under conatrutiion. No building may be constructedMthin 20 feet of a sediment tmp or *sin.

17. All inlets in nowsump areaa shall have asphak berms inatallsd at the time of baae paving
establishment.

18. The stitment control inspector hse the option of rquiring addtional edlment mntrol
measures, aa deemed necessary.

19. All trap elevations are relatie to the o~et elevation, which must be on existing
undisturbed ground.
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20. Vagetatie stabileation shsll k performed in accordance wtth the Standards and
Specfictitona for Soil Erosion and Stilment Control.

21. Tempora~ sediment tra~s) shall be cleaned out and restored to the original dimensions
when sediment haa accumulated to the point of on-half (1/2) the Wt volume of the trap or Men rquired
by the sediment control inspector.

z. SMlment removed from traps shall be placed and *abihzed in approved areas, but not
wfthin a floodplain.

23. All sediment baains and traps must be surrounded Mh a welded tire safety fence. The
fence must beat least 42 inches high, have wste spaced no farther apart than 8 feet, have mesh
opnings no greater the two inches in Wdth and four inches in height, with a minimum of 14 gauge tire.
Safety fen= must be maintained in god condtion at all times.

24. No excavation in the areas of existing tihties Is permitted unless their location has been
determined. Call “MIss Util~ at 1400-257-7777,48 hours prior to the start of work

25. Off-ste spoil or mrrw areas mwt have prior approval by DPS

26. The grade awy from foundation walla shall fall a minimum of six inches Wthin the first 10
feet, except aa reatrictsd by lot hnesMere the fall till be a minimum of six inches, regardless of the
horizontal di~nce available.

27. Sdiment trs@aain dswatering for cleanout or repair may only be done @h the DPS
inapectote permission. The inspector must apprOve the dewsterin9 methOdfOr@ aPPh@tlOn. The
folloting methods may k conaiderd.

A. Pump discharge may be directed to another on-site sediment trap or baein,
provided it is of su~dent volume and the pump intake is floated to prevent
agh~on or autilon of depoa~ed sedlmenti, or

B. the pump intake may ti[~ue a RemovaMe Pumping Station and must discharge
into an undisturbed area through a non~roaive outlet or

c. the pump intake may be floated and tischarge into a Diti Bag (12 oz. non-wven
fabric), or approved muivalent, located in an undsturbad buffer area.

Remem&c DeWatering o~ration and method-have priOraPProval by the DpS inePe~Or.

28. The permittee must notifythe Department of all utihtyconstructionactivities tithin the
~rmtiad hmitaof disturbance prior to the commencement ofthoee activities

29. Topsoil must be apphed to all pervious areas tihin the timitaof disturbance prior to
permanent Sfabilzation in awordance tih Montgomery County etandarda and
epacifications for topaoiting.
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STANDARD WORDING FOR lNW~L STEPS OF
SEQUENCE OF CONSTRUCTION ON

SEDIMENT CONTROL ~NS FOR SITES EXEMPT FROM
THE FOREST CONSERVATION ~W

Prior to clearing of trees, installing sediment control measures, or grading, a preconstruction
me&!ng must be conducted owsite wkh the Montgomery Coun~ Depaflment of PermWing
Services (MCDPS) sediment control inspector (240) 777*21 O(48 hours notice), the Omers
repre=ntatie, ati the site Engineer.

The hmiteof dkturbanw must be field marked prior to clearing of trees, installationof Miment
oontrol measures, construction, or other land disturbingativitias.

Clear and grade for installation of sediment control devima.

Install ssdiment control devices Traps and baainsshall bsconatructsd prior toconstructionof
any eatih dikes that convey drainage to a trsp and/or Msin.

Once the sediment controldevices are installed, the psrmittee must obtain men approval from
the MCDPS inspector before proceeding Mth any addtional clearing, grubbing, or grs~ng.

NOTE 1: All sequences should call for the permittee to obtain witten approval from MCDEP
inspector, prior to the removal of any sediment control device.

NOTE 2 Any ate that has a proposed storm drain diversion pro~ed should have* Sequence
of Con#ruction state the follting

1) The construdton of the dtiersion in the storm drain con~rutilon step and

2) once the drainage area ia stabilized, the etorm drain system must be flmhed, any temporary
pipes removed, and the constructionor unblocbng of any ~rmanent pipes.

enmacsEWzol MZ



ATTENTION

~S S~ IS ~ ~ ENVIRO~ALLY SENSI~E

~B~G SPECN PROTECTION =A

TO HELPPROTECT= DELICATE AQUA~C HABITAT
FROM ~ mACTS OF LAND DEVELOPMENT

THESE PLANS MUST BE S~CTLY ADHERED TO

IF =~ IS A PROBLEM CALL

AT

AND THE MCDPS STAFF ~~ER WLL ASSIST YOU
m DWELOPWG A SOL~ON BEFORE STRE~ WACTS OCCUR

WON ~T ~ SI~ IS W~ A SPECIM PRO~~ON AREA~ YOUCALL)

“LET’S WOM TOGE~ER TO ~EPIT CLE~

ACWOWEDGED
OW~NELOPER


